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I. Introduction

A. Purpose of this Manual

The purpose of this manual 1s to assist applicants,
States, and EPA Reglons in developing section 301(g) variance
requests and reviewing completed section 301(g) requests. This
manual outlines the roles for each of the parties involved 1in
the variance process and identifies techniques and methods of
use in the section 301(g) process. If any of the methodologies
or conditions recommended 1in this manual seem inappropri:ate to
an applicant's situation, the applicant may use alternative
methods but must first get approval from EPA (the Director of
OWRS and Regional Administrator have separate responsibilities)
during the early consultation sujgoested 1n the rejulations addressing

40 CFR Part 125, Subpart F.*

B. Statutory Background

The Clean Water Act reguires achievement of best available
technology economically achievable {BAT) effluent limitations
for all nonconventional pollutants by July 1, 1984 or not more
than three years after EPA establishes the limitations, up to

July 1, 1987, whichever is later. Section 301(b)(2)(F).

Section 301(g) of the Clean Water Act (P.L. 95-217) establishes
a mechanism whereby a discharger may obtain a modification of the
requirements of section 301(b)(2)(F). The discharger can be
granted a section 301(g) variance by showing that the modified
requirements will meet certain environmental criteria. These
* The regulation referred to is the proposed regulation which
appeared at 49 FR 31462, (8-7-84). If changes are made when

the regulation is promulgated, this manual will be modified
accordingly.
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criteria were specified in the 1977 amendments to the Clean water

Act:
O the variance 1s not available for pollutants designated
as toxic, conventional, or as a thermal component of a

o the new limitation will not be less than required by

best practicable control technology currently available (BPT),
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0 the modification will not result in any additional reguirements

on any other pcint or nonpoint source,

o) the mod:f1catinn will not interfere with water quality
which assures protection of public drinking water sugpplies
and the protection and prnpagation of a balanced population
ot fish, shellfish, and wildlife, and allows recreational

activities in and on the water,

o the modification will not result in a discharge of pollutants
in quantities which may reasocnably be anticipated to pose an
unacceptable risk to human health or the environment due to
acute toxicity, chronic toxicity (including carcinogenicity,
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lines where warranted. Congress determined that it was possible

that the BAT requirements might result in the application of
excessive controls to certain kinds of pollutants. Where sufficient
information could be generated on these pollutants to make a

judgment concerning their effects on receiving water, appropriate
relief from unnecessarily stringent limitations should be provided.
Congress envisioned that the Administrator would develop a pollutant-
specific waiver without affecting necessary BAT limitations on

the remainder of the pollutants in the discharge. The enactment

of section 301(g) was the result of an effort to eliminate "trecatment

for treatment's sake" for nonconventional pollutants.

The legislative history also contains Congress's recognition
of the delays encountered with section 316(a) thermal variances
and its expectation that the section 301(g) process be as expedi-

tious as possible.
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To make the variance process as efficient and expeditious
as possible, EPA recommends relying primarily upon State water
quality standards or EPA section 304(a) water quality criteria,

together with the methodologies for developing the criteria.
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cases where State standards do not individually address a
nonconventional pollutant, EPA recommends that a specific

criterion number be identified or developed for the pollutant or

pollutant parameter in question and that number be met at the



(See Figure 1)

edge of the State mixing zone.
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the criteria or applicable
Compliance with water

all other statutory factors

Therefore,
Essentially the variance hinges on

withh a strong basils for concluding that aquatic
however,

criteria.
water quality criteria for nonconventional pollutants,

etc.

Additionally,

y standards or criteria at the edge of the mixing zone

e and human health will be protected from acute and chronic

£

the applicant's ability to meet State standards or EPA (or other

water quality standards should be the usual basis of 30l(qg)

relevant 304(a)
site-specific)
gualit
toxicity.

11

will have to be addressed on a case-by-case basis such as synergism,

at the edge of an autiiorized mixing zone.
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7. Ensure no impact on human health.

1
8. Demonstrate no synergism/persistency causing adverse impact.

completed request which adequately addresses each of the statutory
factors. The applicant will be responsible for conducting all
tests and making all demonstrations of compliance with the section

301(g) reguirements. The burden of proof (s on the applicant.

The applicant should work as closely as possible with the
State and Regicnal permitting authority in order to determine an
acceptatle plan for developing a completed request. The applicant
is encourajged to conduct an early consultation with the State
and Reglon to outline the studies and data that will be contained
in its completed request. This will help to avoid denial of an
appitication based on incompleteness or misinterpretation of the

section 301(3) reguirements.

Appendix G 1s a 301(g) checklist which is designed to help
the aprlicant file an adequate, completed request. The checklist
includes all the topics and informational needs which must be
addressed by an applicant in order to be considered for a section
301(g) variance. Failure to address these topics adequately

will most likely lead to a denial.

O State concurrence reguired.
© State water quality standards must be met.
0 State mixing zones must be used.
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0 State Agency responsible for wasteload allocations {other

point sources) must make determination about impact of PMEL

on other sources.

Section 301(g) authorizes the EPA Administrator to approve
section 30l1(g) variance requests. The Administrator has delegated
the final approval authority to the Director of the Office of Water
Enforcement and Permits, formerly referred to as the Deputy
Assistant Administrator; see 40 CFR 124.62(d). A strong State
role in the section 301(g) variance process is nonetheless assured
because the statute requires that no modified effluent limitation
may be granted unless the State concurs. If a State waives its
right to approve or deny the variance, the request will be denied.

40 CFR 124.62 specifies the way in which the State is involved

in a section 301{(g) determination.

The State Director of an NPDES-approved State may deny or
forward to the Regional! Administrator with a written concurrence,
or submit to the EPA Regional Administrator without recommendation,
a completed request for a section 301(g) variance (40 CFR 124.62(hb)).
In non-NPDES States, the State Director may provide certification
of a permit containing a section 301(q) variance and such certi-
fication of the permit shall constitute the State's concurrence
in the variance. Thus, States may exercise a veto over a proposed

modified effluent limitation.

Applicants must meet relevant State water quality standards.
If a mixing zone or zone of initial dilution (in marine waters)
is defined in the State water quality standards, it will be used
in the section 301(g) analysis when comparing concentrations of
the discharged nonconventional pollutant to the water quality

standard or water quality criteria, (whichever is more appropriate).



at the point of discharge (end of pipe).

In addition to the above responsibilities, the section
301(g) regulation reguirces a State to determine whether the
applicant’'s modified effluent will result in any additional
requirements on other point or nonpoint sources. The State must
determine whether there are any wasteload allocation/total maximurm
daily load requirements for the nonconventional pollutant in the
area of the discharge and whether the applicant's discharge will

prevent compliance with these requirements.

F. EPA Regional Role

Section 301(g) requires the Regional Administrator to deny
or approve each 301(g) variance request which is forwarded to the
Region by the State. Approved requests will be forwarded to EPA
Headquarters for final approval or denial. The Regional Administrator
will also be responsible for approving or denying the use of
substitute (local) test species in site-specific criteria development.
It is recommended that the Regiocnal Administrator consult the
State permitting authority before making a decision on a species

substitution. It is anticipated that Region and State represen-

tatives will work closely together on making a section 301(q)



varliance decision.

G. Early Consultation
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PA recommends that all applicants hold an early consultat
with Federal and State permitting authorities. The applicant can
discuss the tentative plan for developing the contents of its
completed request either in person, by phone, or correspondence.
The early consultation will allow EPA, the State and the applicant
to determine what is required to prepare a section 301(g) complete:d
reguest. The early consultation should help the applicant avoid

unnecessary or inadequate testing and could lead to a redirection

of the applicant's proposed study.

During the early consultation, the applicant should discuss a
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in determining whether the applicant's plan of study 1is adequate.

Farly consultation is particularly recommended if: (1) the
proposed modified effluent limitation is for a pollutant or pollutant
parameter for which the State has not adopted a numerical standard
and the applicant does not plan to use a published EPA numerical
criterion or none is available; (2) the proposed modified effluent
limitation is for a pollutant or pollutant parameter which is
suspected of being a carcinogen (Applicants may determine whether
the nonconventional pollutant has been evaluated by the Carcinogen

Assessment Group (CAG) of EPA, and whether it is suspected of
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being a carcinogen, by calling CAG at (202) 382-7315); (3) the
applicant has reason to believe that the pollutant or pollutant
parameter for which the variance is regquested will contribute to
synergistic or additive effects in the effluent or receiving
water; and/or, (4) the applicant plans to request an extension

for filing a completed request as provided in 40 CFR 122.21(n)(2).

II. Determining Factors in a Section 301(g) Variance

The following paragraphs discuss the factors that need to
be addressed in order to be considered for a section 301l(g)
variance. Many of the sections provide EPA recommendations
on how they should be addressed; however, an applicant may present
its own methods and suggestions to the EPA Region and Headquarters.
If an applicant believes there is a better way of addressing
an issue under section 301(g), the applicant should discuss the
option with EPA during the early consultation period before

proceeding. Section 125.53(b) discusses the recommended time

periods when early consultations should be held.

A. Pollutant Check

The first step an applicant must take is to identify the
nonconventional pollutant for which a variance is sought
(See Figure II). Toxic pollutants found on the section 307(a)
list of toxic pollutants and conventional pollutants listed
under section 304(a)(4) are ineligible for a variance under
section 301(g). See Appendix A or 40 CFR 401.15 and 401.16.
However, delisted pollutants, those pollutants removed from the
307(a) list of toxic pollutants through EPA administrative

action, are eligible for section 301(g) variances. (Official

delistings will be publicly noticed in the Federal Register.)




Fgure Il
301(g) DECISION LOGIC
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i PROVISIONAL REQUIREMENTS
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bb. if no Red Book criteria, derive criteria yourself using Nov. 80 methodology
cc. if no human health number, determine impact through literature search or
derive human heatth criterion by using EPA Nov. 80 methodology.
it OPTIONS:
as. applicant may use EPA methodology to develop site-specitic criterion
bb. spplicant may derive their own criteria with their own methodology

upon approval of EPA
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Pollutant parameters such as COD, surfactants, TOC, total

phenols, etc. are also eligible for a section 301(g) variance as
long as none of the constituents is found on the toxic or conven-
tional pollutant lists {(or if found on these lists, the pollutants
must be properly limited by BAT or BCT). Analytical methods

such as GC/MS are suggested to validate that no toxic pellutants
make up the pollutant parameter.

B. Compliance with BPT Limitations

The owner/operator of a point source must demonstrate that
the proposed modified effluent limitation (PMEL) will, at a
minimum, be as strinjent as BPT for the nonconventional pollutant
in question. If an applicant requests a variance from a BAT
guideline when there is no BPT gquideline for that specific
industrial subcategory, the permitting authority must determine
a BPT/BPJ (best prrofessiona! 3juigment) limit for that pollutant

which will serve as a minimum requirement.

C.

'O

ompliance with State Water Qualigx §ggndards

- - . e e o = = == ——————

At a minimum, the PMEL must meet the State water quality
standard for the nonconventional pollutant. If an applicant
does not know the State water quality standard which controls
its nonconventional pollutant, it should contact its State
permitting or water quality authority. EPA recommends that a
section 301(g) applicant determine impact on aquatic life and
human health by first reviewing water quality standards which
address these concerns (i.e., fishable/swimmable, drinking water
standards). If the State water quality standards for a nonconven-

tional pollutant address aquatic life and human health concerns,
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the applicant can determine whether the PMEL would violate those
standards by measuring the nonconventional pollutant concentration
at the edge of the mixing zone. A violation would mean an immediate

denial of the variance.

D. Other Point and Nonpoint Sources

The owner/operator ¢f a point source must demonstrate that
the modified effluent limitation will not result in any additional

requirements on any other point and nonpoint sources.

The section 301(g) regulation requires that a section 301(g)
applicant obtain a determination from the State or other inter-
state agency{s) having authority to establish wasteload allocations
(WLAs) and total maximum daily loads (TMDLs) indicating whether
the applicant's discharge will result in any additional treatment,
pollution control, or other requirements on any other point or
nonpcint sources. The applicant should contact the State water
quality or permitting authority and ask them to provide a written
determination. The determination should be attached to the variance
request if it is forwarded to the EPA Regional Office and/or EPA
Headquarters. The State determination must include a rationale

for its conclusion.

If wasteload allocations have not been established in the
locale of the section 301(g) variance applicant, EPA recommends
that the applicant identify other point sources in the vicinity
of the modified effluent limitation and determine whether the
increased nonconventional pollutant locad expected in the receiving

stream if a variance is granted would affect any other source's
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treatment requirements. The applicant may accomplish this by
conferring with the State permitting agency or with the point
sources most likely to be affected. If the modified effluent
limitation under section 301(g) resulted in additional requirements
on these dischargers, the 301(g) variance would be denied. Failure
to show evidence of no effect on other point sources will result

in a denial of the variance.

With regard to receiving waters where WLAs and TMDLs are
absent, the section 301(g) regulation requires that once a
section 301(g) variance has been granted, the State must
establish numerical water quality standards for the nonconventional
pollutant and WLAs anl TMDLs for the section 301(g) source and
the other dischargers in the vicinity. This must be done within
the 5 year permit term for the section 301(g) permittee and
before the permit containing the section 30l1(g) variance is
reissued. The rationale for this requirement is that many of
the factors considered in a section 301(g) review are also considered
in the development of water quality standards (under section 303(c)
of the Clean Water Act). Accordingly, it follows that the resulting
data from a section 301(g) variance should be applied to the
development of site-specific water quality standards and wasteload
allocations and total maximum daily loads. Since States must by
law review their water quality standards every 3 years, this require-
ment should not impose any undue extra administrative burden on them.
EPA has a number of draft documents which may assist a State in

developing WLAs and TMDLs. They are listed in Appendix H.

E. Maintenance of Water Quality

Section 301(g) requires an applicant to assure protection
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of water quality which will protect the following:
1. Public water supply
2. Recreational Activities
'

Balanced Population of Shellfish, Fish, Wildlife
Human Health Considerations

1. Public Water Supply

The applicant must demonstrate that the modified effluent
limitation will not adversely affect any public water supplies
that are in the vicinity of the point of discharge. The modified
effluent limitation must not prevent a planned or existing public
water supply from being used, or from continuing to be used, as

a public water supply, or have the effect of requiring any public

water supply to provide additional treatment.

The applicant should contact the State permitting authority
to determine whether there are or will be public water supplies
in the area and then contact the public water supplies in the
vicinity of the discharqge to determine if the PMEL would affect
their operation. If they are affected, a section 301(g) variance
request would be denied. The applicant should alsoc determine
from the permitting authority whether State or local drinking
water standards would be violated by the PMEL. If standards

would be violated, the request would be denied.

2. Recreational_Activities

-—-—-

The applicant must demonstrate that the PMEL will not
adversely affect recreational activities beyond the mixing zone
boundary. If a recreational use is affected, a section 301(g)
variance request would be denied. The section 301(g) regulation

requires that the PMEL not interfere with recreational activities
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beyond the mixing zone boundary {(or zone of initial dilution,
whichever is applicable), including without limitation swimming,
diving, boating, fishing and picnicking and sports activities

along shorelines, river banks, lake shores and beaches.

The section 301(g) regulation also requires that there
are no Federal, State, or local restrictions on recreational
activities within the vicinity of the applicant's outfall due
to the PMEL, unless such restrictions are routinely imposed

around industrial discharges.

The applicant should take an inventory of recreational
activities in the area of the discharge and determine if the
section 301(g) variance would affect these activities. For
examnle, does the PMEL, after dilution in the mixing zone, exceed
human health related standards or criteria? Human health criteria
protect humans from both bhody contact and the consumption of
water, fish or sheilfish containing harmful levels of pollutants.
An aquatic life criterion (s a good measure of the potential
impact to a fish population associated with a specific recreational

use sucnh as trout fishing.

3. Balanced Population of Shellfish, Fish and Wildlife

Section 301(g) requires the applicant to demonstrate that a
section 301(g) variance will not interfere with the attainment or
maintenance of water quality which shall assure protection and
propagation of a balanced population of fish, shellfish and
wildlife. At the same time, the statute requires that human
health and the environment be protected from acute and chronic

toxicity, persistency, biocaccumulation and synergistic propensities.
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{Chronic toxicity, according to section 301(g}), includes carcinogen-

icity, teratogenicity, and mutagenicity.)

Applicants are urged to use State water guality standards
in making a section 301(g) variance demonstration, 1f those
standards address the required aquatic life and human health

concerns with respect to the specific pollutant or pollutant

parameter. Using these standards would considerably simplify
the demonstration. Such standards are usually described as
"fishable/swimmable,"” "drinking water," or "aquatic life" standards.

State standards protecting designated uses such as "industrial™”
or "agricultural" are not acceptable to demonstrate compliance
with section 30l(g). If the State has water quality standards
which protect aquatic life and human health on other water bodies

in the State, these can be used in a section 301(g) assessment.

1f State standards are inadeguate to protect agquatic life
and human health, or are not available with respect to the
specific pollutant or pollutant parameter, EPA recommends use
of the section 304(a) criteria to evaluate the environmental
impact of the PMEL. These criteria address several of the
objectives which underlie the section 301(g) statutory criteria
(including acute and chronic toxicity and bioaccumulation).
The criteria, designed to protect aquatic life and human health
uses, consist of numerical concentrations of specific pollutants.
They are based on data and scientific judgments on the relationships
between pollutant concentrations and environmental and human
health effects. When using a section 304(a) criterion number,
the most recent EPA criterion document should be consulted and the

most stringent criterion should be chosen (i.e., the latest criteria
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for ammonia and chlorine are presented at 49 FR 4551, February 7,
1984). For latest updates on criteria development, please contact

the Criteria and Standards Division at EPA (202) 245-3042.

Most State water quality standards and EPA water quality
criteria do not cover persistence and synergistic propensities.
The applicant must be address these factors separately. See
Section IV (Special Considerations) for discussions of ways for

applicants to address synergistic propensities, and persistence.

An applicant, with EPA approval, may develop modified criteria
i1f it feels it is necessary to reflect site-specific water quality
characteristics or if it thinks the EPA criteria are inappropriate.
EPA's guidance document entitled "Water Quality Standards Handbook,"
December 1983, specifically outlines guidelines for deriving site-
specific water quality criteria for the protection of aquatic

life and its uses. For more information, refer to section III-C.

Use of Biomonitoriqg

Meeting a water quality standard or water quality
criterion is a good indication that water gquality is being main-
tained. However, the additional use of some kind of biological
monitoring (whole effluent bioassays or instream surveys) can
serve as a good tool to further verify that a balanced population

of aquatic life is being maintained over time.

EPA recommends that permit writers (State and EPA) incorporate
biomonitoring requirements into section 301(g) permits once a
variance is granted to verify that the variance, once in place,
will not result in an impact to the aquatic community in the

receiving stream. Biomonitoring also will help to further account
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for synergistic effects (and other combined impacts of effluent
and receiving water) in and around the effluent. Refer to EPA's
draft biomonitoring guidance manual (A Technical Support Document
for Water Quality-Based Toxics Control, May 1984) to determine

appropriate biomonitoring techniques for the 301(g) applicant.

4. Human Health Considerations

If State water quality standards or EPA water gquality criteria
do not include consideration of human health (such as a drinking
water standard or a human health criterion), the applicant should
use the most stringent aguatic life toxicity criterion number as
a baseline requirement and also demonstrate that human health
is not being affected. EPA does not expect every applicant to
perform the scientific studies necessary to develop specific
human health criteria numbers when those numbers are unavailable.
Instead, the applicant should retrieve and analyze relevant
literature and data to determine whether the nonconventional
pollutant (at the discharge level) is known to be acutely or
chronically toxic to humans. If the pollutant will cause

acute or chronic toxicity at the discharge level, the variance

will be denied.

With regard to chronic toxicity, the applicant should first
determine whether the pollutant is a known or suspected carcinogen,
teratogen, or mutagen. The applicant can do this a number of
ways. First, EPA criteria or Multi-Media documents, while they
may not have a human health number, usually contain some information
on mutagenicity, teratogenicity, and carcinogenicity; applicants
should review these documents for this information. (See section

ITII-A.) The applicant should secondly determine whether an
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acceptable daily intake (ADI) is available for a particular
chemical. ADIs represent a level of intake of a particular

chemical that is expected not to elicit any chronic toxicity.
Applicants may call the Environmental Criteria and Assessment

Office in Cincinnati (ECAO-Cin.) at {513) 684-7531 to determine
whether an ADI for a certain nonconventional pollutant is available.

If not, ECAO can provide guidelines for their determination.

To determine mutagenicity, an applicant may follow EPA's
proposed guidelines for determining mutagenicity found at 47 FR
53200, Pesticides Registration: Proposed data requirements, Nov-

ember 24, 1982.

To examine carcinogenicity, besides reviewing the data in the
criteria documents and other literature sources, the applicant is
urged to see if the nonconventiconal pollutant is on EPA's Carcinogen
Assessment Group (CAG) list of potential and known carcinogens.
Call CAG at (202) 382-7343 to determine which pollutants are on the
list and which ones have been added or deleted. 1If the pollutant
is on the CAG list, the applicant should determine the level at
which carcinogenic activity occurs and which route of exposure is
prominent (oral, inhalation) and compare this to the section
301(g) variance conditions. If response data on carcinogenicity
exists, then low risk concentrations (e.g., levels which give

one in 100,000 excess risk) should be estimated.

The applicant also can use the November 28, 1980 criterion
derivation methodology to determine human health criteria (see
Appendix C at 45 FR 79347). This methodology, however, is very

detailed and costly. It is a matter of discretion on the applicant's
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part whether to use this methodology. 1If the methodology is
used, there 1is greater assurance that an adequate assessment of
potential human health impacts has been made for the nonconventional

pollutant.

An approach to addressing one aspect of human health impact

is to determine the bioconcentration factor (BCF) of the pollutant.

A bioconcentration factor relates the concentration of a chemical

of pollutants is generally assumed to be potentially hazardous

it is desirable that a material show a low BCF. According to

Stern and Walker, 1978, a BCF cf a 100 may ncot indicate a substance
is hazardous if clearance of the peollutant is rapid, but a BCF
above 100 and certainly above 1000 indicates a great potential

for danger. Accordingly, EPA recommends that if a nonconventional

pollutant has a BCF greater than 100, more information should be
obtained on this pollutant with regard to chronic toxicity and
effects such as carcinogenicity, mutagenicity, teratogenicity.

The November 1980 criterion derivation methodology (45 FR 79341)
provides guidelines for deriving an acceptable bioconcentration
factor. In addition, if no measured value of BCF is available,
BCF may be estimated from the octanol-water partition coefficient,
Kow by use of the following regression equation (Veith et al.,
1980): Log BCF = (0.76 Log Kgy) - 0.23. Since the bioconcentration
factor alone is not conclusive evidence of an impact to human
health, other significant data should be reviewed to make a

complete human health risk assessment.

EPA Water Quality Criteria

=~
-
L]
.
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A. Existing EPA Water Quality Criteria for Nonconventional

Pollutants
EPA recommends an applicant review the following sources to
determine which water gquality criteria to apply 1In a section
301(g) variance assessment:
1. The most recently published ambient water quality

for the nonconventional pollutant;

2. The Red Book, Quality Criteria for Water,

1976, 1f no criterion document exists published

since 1976.

1 A M1+ _Maly a N~ and { TF ~ P P T~ A
> A Multi-Media Document (If no criterion document
or Red Book numher exists for the nonconventional

The following is a discussion of each of these sources of water

quality information.

which presents the most recent toxicological data on a pollutant

and provides the derivation of aquatic life and human health
criteria numbers based on those data and EPA approved methodologies.
There are, presently, criteria documents for 65 toxic pollutants

or pollutant classes.

Criteria documents for two important nonconventional pollutants,
ammonia and chlorine, are presently being published for public

comment. (Proposed criteria for ammonia and chlorine can be found



at 49 FR 4551, Feb. 7, 1984. See Appendix B.) These documents

will present the aquatic life criteria as 3 different numerical

criteria:
a. a 30 day average
I o a mavimiim r~rAncrondErariAAn
o «a LA A A LA L R N A ™ . N
c. a 96-hour range

There are, in addition, two human health criteria numbers. The

more stringent of these numbers is designed to protect human health
from the toxic properties of a pollutant if ingested from drinking
water or contaminated aquatic organisms. The other criterion
protects human health from the toxic properties of a pollutant if
ingestion of contaminated organisms alone occurs. Each human health
criterion number also incorporates data on mutagenicity, carcino-

genicity and teratcgenicity.

Red Book Criteria
When there are no recently published water quality criteria,

EPA recommends the applicant review the Red Book for applicable

water quality criteria. If the Red Book offers more than one

criterion number for the nonconventional pollutant, the applicant

should use the most stringent number.

P T .

in different environ-



mental media - air, water, soil. These documents will not include
EPA recommended criteria numbers or safe exposure levels but

will provide a great deal of scientific data which may be helpful
in making a section 301l{g) variance determination. These documents

will offer results from studies, lowest effect levels. and no-

effect levels for the following nonconventional pollutants:

Acetone

Dibenzofurans
Methoxychlor
Chlorophenoxy herbicides
Malathion

Parathion

Mirex

Kepone

Iron

Barium

QWO IO UV & Wi —

—

EPA encourages section 301(g) applicants to refer to these
documents and use data where applicable to address aquatic life
and human health impacts of these nonconventional pollutants.
These documents will be available from EPA during 1984. Information
on the documents and the studies contained in the documents can
be obtained by calling EPA's Environmental Criteria and Assessment

Office in Cincinnati at (513) 684-7531.
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In determining whether a variance request is justified, the
instream water quality that would result from a discharge con-
trolled by the PMEL (after dilution in a State mixing zone)
should be compared with the most stringent water quality criterion
(human health or aquatic life toxicity) for the pollutant. If
the PMEL will not result in poorer water quality than that des-

cribed by the State water quality standards, or water quality



criterion and the results of any tests required for synergism
or persistency (see Section IV-C), the PMEL is acceptable for
the purposes of section 301(g) provided all other statutory
requirements are met.

C. Procedures Where There Are No Existing Criteria/Standards
or Applicant Wishes to Modify Criteria

-
t
When there are no existing water quality standards or water
quality criteria available for the nonconventional pollutant, it
1s recommended that the applicant derive a water quality criterion
on its own. In these cases the applicant is urged to use EPA's
methodology for developing criteria numbers (45 FR 79341 Appendix

B - Guidelines for Deriving Water Quality Criteria for the Protec-

In any case where an applicant does not agree with EPA's
criteria or methodology, the applicant may generate its own
criterion number, using its own methodology, provided that
the alternative methodology for deriving criteria is scientifically
valid and will generate criteria that protect fishable/swimmable
uses. The Director of OWRS will make determinations. Where the
applicant wishes to substitute local biota into the EPA methodology,
the applicant should first have the selection of biota approved
by the Regional Administrator. See Section I-G on early consultation.

The Regional Administrator should consult the State to determine

which species are accurate representatives of local biota before
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approving the substltuted selection. It should be noted that

1. - N D m e A i b o e A o A T T T S -2V S
1 applililcant must rovtect agdlinist numdn iiealt’l eirLects,

r
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IV. Special Considerations

A. Pollutant Parameters (COD, TOC, TKN, Total phenols)

FDA reoecomme
[ 9%+ reco 1€

S

v

variance from a pollutant parameter such as COD, TOC
total phenols, use one ot two procedures:
o EPA's criterion derivation methodology. or

X

o Bench scale treatments.,

1. Criterion Derivation Methodology for Aquatic Life

To determine whether a pollutant parameter may quality for a
section 301l(g) variance using the EPA criterion derivation methad-
ology, the applicant must follow the acute and chronic toxicity
tests reguirements prescrired in the EPA methodology and conduc:
the tests with whole etfluent, For example, 1f an applicant is
deriving a criterion number for a nonconventional pollutant para-
meter such as chemical oxygen demand (COD), acute and chronic
toxicity tests must be run on the whole effluent of which COD 1s
a component. The toxicity tests are conducted with increasingly
diluted samples of the whole effluent rather than diluted concen-

trations of a single pollutant. The resulting criterion number

is expressed as a percent of the whole effluent a diluted
fraction of the 100% whole effluent. For example, if acute bio-
assays are conducted, the whole effluent should be assayed and
the percentage of the whole effluent which caused 50% mortality
{LCS0) should be identified. After conducting several acute

and chronic bicassays, the resulting criterion number might be,
for example, 20% of the whole effluent, The applicant would



have to prove that there is sufficient dilution within the mixing
zone to meet the 20% whole effluent concentration at the mixing
zone edge or, if dilution is insufficient in the mixing zone,

the applicant would have to reduce the level of the pollutant
parameter in the effluent and re-measure the whole effluent
toxicity. The permit writer must assure that any reduction of

a pollutant parameter concentration in the applicant's effluent
is achieved by treatment, not by increased in-plant flows.

Given the new whole effluent criterion number, the applicant

would re-evaluate the whole etfluent concentration at the edge

of the mixing zone. (See Figures II1 and 1V.) See Appendix B,
especially sections 1V - VII., Wwhere the EPA criterion derivation
I I SRS R RPN o~ =YY £ o~ em - e e - P PO Uy . r hoN o~ [ aFall ey
HEeLnovuouLioyy Cailbd [1OL LilLadS>Say L[ EsSuUll> HUCLHN ad LLUDOU Ol L ou

=) ~ o P PN e ~1 A~ o o~ 1 A -~ o~ O e Py & ~& £ o am A o b ~ b
vaiucds, LilT CILJ:)LLL.GNL = HHOUULU uos e vile iJCLL,b'llL CLLLIUCIIU witl 1l
resulted in the LC50 or ECS50 when deriving final acute/chronic

Because toxic and conventional pollutants are ineligible

for a variance, the section 30l(g) regulation requires an applicant

to identify those constituents of the whole effluent which are
conventional or on the section 307(a)(l) toxic pollutant list.
A GC/MS screen for toxics is recommended. 1If toxics are present,
they must be controlled by BAT or discharged at levels egquivalent

to BAT treatment,

The applicant is also required to make a human health impact
assessment to ensure that the nonconventional pollutant parameter
and none of its constituents will cause human health impact. EPA
recommends a literature search on the pollutant parameter or

development of a human health criterion using the November 1980
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human health criterion derivation methodology (Appendix C at 45
FR 79347), if applicable. It is recommended that each component
of the pollutant parameter be evaluated with regard to human
health impact. See the section II - E(4) above on addressing

human health impacts.

Note: In many cases a pollutant parameter such as COD will have
variable constituents from day tco day. Accordingly, the applicant
must assess the variability of its COD or other pollutant parameters
so that the section 3N1(g) variance request is based on COD
representative of applicant's effluent. The applicant should

list the pollutants that are in detectable guantities comprising

the COD, the percentage of these pollutants in the C0OD, and the

expected varianility nf these components.

2. Bench Scale Treatment Technologies

Bench Scale Treatment Technologies (Appendix C) are smail
{i.e., "bench") scale treatment strategies designed to simulate
an effluent where only one pollutant or pollutant fraction 1is
removed from the whole effluent by the proposed BAT and BPT
treatment technologies., Using these methods, an applicant can
compare the measured toxicity or effect attributed to a whole
effluent with and without a pollutant parameter controlled at
BPT and BAT levels., If an applicant can be demonstrate that
the existence of the pollutant parameter treated to BPT in the
whole effluent does not contribute to a significant increase in
acute or chronic toxicity or synergistic effects, that no section
307(a) pollutants are present, and that all other section 301(g}

factors are met, then the effect of the pollutant parameter at the



~ Y e -~ £ & o~ = - - P I B & o o ~ = e I A S mae e oa e A‘.‘l -
cuge Wi Lhivt miXxlilyg COHe allu uuwiistreall caill ve U].b[cgd ucda arida
the section 301l(g) variance may be granted,

Before using a bench scale treatment procedure, the applicant
should outline, during the early consultation, the specific
toxicity testing or biological effects testing which will be used
to prove no significant impact due to the pollutant parameter,

The applicant must also demonstrate that if a section 307(a)

toxic pollutant is part of the whole effluent that the toxic
pollutant does not affect the toxicity evaluation of the noncon-
ventional pollutant at PMEL concentrations. If section 307(a)

toxic pollutants are part of the whole effluent, toxicity associated
with the toxic component must be isolated from any discussion or
measurements of toxicity of the whole effluent containing the
nonconventional component treated., The concern 1s for "masked
effects™ where the toxic treated at BAT will mask the toxicity

effects of the nonconventional pollutant treated at BPT.

The applicant must also obtain approval of any toxicity
test employed from the State permitting authority and the EPA
Regional Office. The type and number of tests must be chosen
carefully in order to protect a balanced population of shellfish,
fish and wildlife. EPA recommends discussion of these tests

during the early consultation.
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addressed by the appli 1
are employed, the applicant must specify which human health effect
test methods will be used after the bench scale treatment simulates

the appropriate effluent quality. Human health risk assessment
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methods must be approved by EPA Cincinnati and Headquarters.

3., Downstream Effects

Because the nature of many pollutant parameters is not well
understood, applicants should demonstrate that pcllutant parameters
such as nutrients and oxygen demanding materials will not cause
downstream effects which violate State water quality standards.
There is concern that many pollutant parameters may not cause
impacts immediately beyond the mixing zone but further downstream,
beyond the immediate vicinity of the discharge. Pollutants

should be examined for latent fate and effects in all cases.

Mixing Zones/Dilution and Fate Models

1. Mixing Zone Determination

In most cases, the impact of a PMEL will be judged at the
edge of the State mixing zone. If the State's mixing zone provi-
sion is not specific with regard to physical dimensions, a
mixing zone may be determined on a case-by-case basis by the
State permitting authority and the applicant. TIf the State
forbids use of a mixing zone boundary as part of its water quality
standards, the applicant will be required to meet the criterion
number (or applicable State water quality standard) at the
point of discharge. (Appendix D is a listing of mixing zone

dimensions by State.)

In some cases a State may not have a mixing zone policy but
may have other parameters in its water quality standards designed
to determine water guality and the fate of pollutant discharges

after initial mixing. For example, in Pennsylvania wasteload
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allocations and other water quality analyses are conducted assuming
complete mixing at the point of discharge. Dynamic models are
also used to evaluate the behavior of non-conservative substances
such as toxic organics and pesticides which may mix and recombine
with other compounds and substrates in a number of ways. For

the purpcocses of section 301l(g) determinations, State water quality
standard programs which rely upon predictive models and wasteload
allocations in place of mixing zones should apply their models

to the 301(g) determination, In some cases, a mixing zone will
not serve as a purposeful boundary when the activity of a non-
conventional pollutant takes place far beyond the mixing zone
boundary. For example, acute toxicity may occur if an ammonia
discharge enters a highly alkaline downstream area with increased

temperature ani reduced dissolved oxygen content,

If the State has no mixing zone policy or boundary but does
have approved mixing and dilution predictive models, those should
be used in the applicant's section 30l(g) completed request.

EPA guidance on mixing zones is available in the Water Quality
Standards Handbook, November 1983. Copies of the Handbook can
be obtained from EPA's Criteria and Standards Division. Call

(202) 245-3042.

2. Marine Discharges

when an applicant applies for a secticon 301(g) variance for
an ocean discharge containing nonconventional pollutants, the
applicant should determine whether the State has an estuarine or
marine mixing zone as part of its water quality standards. If

there is none, the applicant should apply the zone of initial
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dilution (ZID) referenced in the section 30l(h) regulation and
technical support document which was developed for marine municipal

waste discharges. See Appendix E,

3. Water Quality Models

In order to demonstrate that a 301(g) waiver will result in
compliance with water guality standards and will not impact other
point and nonpoint source discharges, predictive water quality
modeling should be performed using either dilution analysis or
fate and transport models, Dilution analyses using mixing zone
models are adequate for evaluating the impact of wastewater
discharges only when the following conditions are met: (1) the
pollutant of interest exerts its maximum effect immediately after
discharge and (2) either the substance is conservative or an
isolated discharge situation exists in which there is a single
discharger or a discharger located beyond interaction with other
dischargers. Pollutant kinetics and the travel time of the
discharge will determine whether these conditions will occur.
Fate and transport models are, therefore, required whenever: 1)
a pollutant exerts delayed water quality impacts or 2) slow
degradation rates relative to travel time and/or scour and resus-
pension of sorbed pollutants result in an upstream discharge

affecting downstream dischargers.

when dilution analyses are appropriate, the 301(g) waiver
applicant is encouraged to use an EPA-approved mixing zone
model (Appendix F). These models predict the concentration of

a pollutant at a specified distance after a specified time of
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dispersal. If the applicant chooses an EPA model, the computer
model must be identified and the printout containing the data

and results must also be submitted with the completed request,
All computations must be based on sampling data representative

of critical conditions. The critical flow chosen for model
predictions should be approved by the State and EPA Region before

costly computer resources are expended.

The applicant may also use predictive mixing zone models but

State permitting authority. In any case, the applicant should
provide a diagram showinj the boundary of the mixing zone, the
point of discharge, and the pollutant concentration isopleths

generated in the mixing zone,

When fate and tranport modeling is required, the 301(g) waiver
applicant is encouraged to use an EPA-approved farfield model. 1If
phytoplankton effects on dissolved oxygen are significant in a
receiving water and a 301(g) wailver would result in increased
ammonia and phosphorus discharges, it is recommended that these
pollutants be predicted with one of the following fate and transport

— A Y
moaels:

Model Receiving Water Application
Qual 11 rivers

Receiv II rivers and estuaries
WASP rivers, estuaries, lakes
AT DA b I P

oM AdART I

LAKECO lakes

LINADDC Tabae

"Vl\I\J AQGQNANT O

DEM estuaries

MIT-DNM estuaries

EXPLORE-1I estuaries



-32-

If a 301(g) waiver would result in increased discharge of
nonconventional pesticides or metals which reach downstream
discharges or exert delayed water-quality impacts, the following

fate and transport models should be considered for use:

Model Receiving Water Application
EXAMS, MEXAMS rivers, estuaries, lakes
TOX IWASP rivers, estuaries, lakes
CTAP rivers, estuaries, lakes
WASTOX rivers, estuaries, lakes
SERATRA rivers

MICHRIV rivers

HSPF rivers

FETRA rivers and estuaries

SLSA rivers and lakes

These models are described in the guidance documents listed
in Appendix H., For further information, contact the Wasteload
Allocation Section of the Office of Water Regulations and Stan-

dards at (202 382-7056.

C. Synergistic Propensities

The section 30l(g) regulation requires an applicant to demon-
strate that synergistic propensities will not cause an impact to
human health or aquatic life. According to Casarett and Bruce,
1980, a synergistic effect is a situation in which the combined
effect of two chemicals is much greater than the sum of the
effect of each agent alone. For example, both tetrachloride and
ethanol are hepatotoxic agents, but together they produce much
more liver injury than the mathematical sum of their individual
effects on the liver would suggest. For the purposes of section
301(g), EPA recommends a broad assessment under the heading of

Synergistic Propensities. 1In addressing synergism, an applicant
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should include an assessment of the combined effects of two or
more pollutants, an assessment of effects produced by combining
pollutants and different physical factors, and an assessment of
the potential for pollutants to combine chemically and form a

more toxic substance. To make such an assessment the applicant
must identify the pollutants and the physical conditions in the
effluent and the receiving waters which may combine to cause

greater toxicity or impact than may be commonly suspected from

the individual nonconventional pollutants alone,

To address this aspect a section 301(g) applicant should be
review the literature to determine whether its effluent or the
effluent and the receiving water will contain dangerous combinations
of pollutants., An applicant could also conduct toxicity tests
with each of the chemicals in its effluent and compare the sum
of the toxicities with the toxicity of the whole effluent. To
accomplish this, the applicant may apply biomonitoring technigues,
where applicable, to determine whether synergism is occurring in
an applicant's effluent., These techniques could include conducting
acute and chronic bioassays on the whole effluent and separate
fractions of the whole effluent to determine whether the nonconven-
tional component of the effluent, when combined with the toxic or
conventional fractions, exhibits synergistic qualities., (See
Walsh and Garnas, 1983) 1In cases where effluents are highly
complex, this may be impractical and the applicant may have to

rely upon a literature search.

With regard to pollutants and physical parameters in the
receiving stream, the applicant should be aware of combinations

of varying temperature, pH, and dissolved oxygen levels which
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cnuld increase the toxicity of the effluent and the receiving
stream. For example, the toxicity of ammonia is very much depen-
dent upon pH and temperature. As alkalinity increases, the concen-

tration of highly toxic un-ionized ammonia also increases,

Another area of concern is the possibility of two pollutants
combining to form a more toxic substance. For example, when
ammonia and chlorine are in the same effluent or receiving waters,

they may combine to form more toxic and persistent chlorinated

amines. Another dangerous combination of pollutants may be
total phenols and chlorine. 1If the nonconventional portion of
total phenols combines with chlorine, the result may be highly
toxic chlorinated phencls,

EPA strongly urges applicants to describe their plan to deter-
mine whether synergism 1s occurring in their effluent during the
early consultation.

D. Persistengx

The secticn 301(g) regulation requires the applicant to
demonstrate whether the nonconventional pollutant will impact
human health or aquatic life due to persistency. The applicant
should determine the fate of the nonconventional pollutant with
regard to its chemical structure and concentration in the environ-
ment. The applicant should determine whether the pollutant or
pollutant concentration will be altered (and to what degree) by
such chemical or physical reactions as volatilization, photolysis,
adsorption, absorption, oxidation, hydrolysis, etc. This can be
accomplished through a review of the literature or direct measure-

ments. Direct analytical methods must be cited if used., EPA has



prepared a draft document which outlines different methods for
assessing the fate of a pollutant. The document entitled “"Chemical
Fate Test Guidelines™ is available from NTIS at (703) 487-4650 or
the EPA Office of Toxic Substances library at headquarters,

referenced as USEPA 560/6-82-003.

Another way to assess persistency is to analyze the chemical
structure and properties of the pollutant. The octanol-water
partition coefficient, the degree of halogenation, the molecular
weight of the compound can help correlate the biological activity
of structurally related compounds to the physical parameters of

the chemicals.

An applicant can receive consideration for a section 301(g)
variance only under very specific conditions. 40 CFR 125.3(g)
of the Environmental Permit Regulations states that if a pollutant
is being used as an indicator for a toxic or conventional pollu-
tant it cannot be considered for a section 30l1(g) variance.
However, a nonconventional pollutant may be considered for a
section 301(g) variance if its role as an indicator can be elimi-
nated., To do so, either: (1) the nonconventional pollutant
being used (or proposed for use) as an indicator must be replaced
by another indicator or (2) individual permit limits must be placed
on the toxic or conventional pollutants for which the indicator is

being used.

F. Ipta{_ghqnq{§

In keeping with the NPDES Litigation settlement of June 7,



-36-

1982, EPA recognizes that total phenols may be considered for
section 301l(g) variance requests as long as certain conditions

are met, Because total phenols (as tested by 4AAP) is a pollutan:
parameter, it would be subject to the requirements of section
125.54(e)(2) of the section 301(g) regulations. Therefore, the
applicant must demonstrate that the total phenols in its effluent
do not include toxic phenolics, that those toxic phenolics present
are at BAT concentrations or that the toxic phenolics are directly

controlled by BAT effluent limitations.

G. Design Conditions

While EPA realizes it cannot impose standard design con-
ditions on all tests and demonstrations provided as evidence for
a variance, it is still important that 301(g) applicants strive
toward a high degree of consistency in their approaches. The
applicant should establish critical design conditions during
early consultations with State and EPA officials. 1In some cases,
State water quality standards will specify low flow conditions
(e.g., 7010). Under such circumstances, the applicant must use
the State-specified low flow conditions. Appendix H has a list
of design condition documents prepared by the Wasteload Allocation
Section of the Office of Water Regulations and Standards. These
guidance documents outline procedures for determining the critical
temperature, pH, and flow conditions that should be used in
steady state mixing zone or fate and transport modeling of streams
and rivers., Future documents will be prepared on appropriate

design conditions for steady state lake and estuary modeling.



In the absence of EPA guidance on lake and estuary design
conditions, the applicant should consider water quality modeling
in the waterbodies during periods of minimum dilution. The river
inflow to lakes and estuaries could be set at the design conditions
recommended for streams and rivers, Lake modeling could then be
performed at periods of low water levels as well as spring and
fall overturns. Estuarine modeling could be performed at slack
tides during periods of maximum stratification and/or minimum

dilution.

Mixing zone modeling of marine discharges should follow the
guidelines developed for 301(h) waivers. The 301(h) program
requires that the zone of initial dilution be determined for
periods of critical minimum dilution, These periods are defined
as a function of maximum vertical density stratification, minimum
initial density differences, maximum waste flow rate, and minimum

currents.,

IV. EPA Section 301(g) Checklist

ects do not have to be addressed with an e
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concisely they can be addressed, the greater the chance an appli-
cation will not he rejected due to lack of information or in-

completeness,

It is strongly recommended that both the applicant and the
State and Regional representatives hold an early consultation and
determine what is expected from each applicant before a completed
request is filed. The checklist may serve as an agenda for an
early consultation and may be used as an outline for preparation
of the completed request.,
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APPENDIX A

CHECK

POLLUTANT

Pollutants listed under section 304(a)(4)
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B, Toxic Pollutants (Not eligible for a 30l(g) variance)

The follcocwing comprise the list of toxic pocllutants
designated pursuant tc section 307(a)(l) of the Clean Water
Act.

Acenaphthene
Acrolein
Acrylonitrile
Aldrin/Dieldrin «
Antimony and compounds
Arsenic and compounds
Asbestos
genzene
Benzidine
Beryllium and compounds
Cadmuim ani compouncs
Carbcn tetrachloride

. o
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I3, Ch.orcdane (technical mixture and meta-clites)
14, ricrinated benzenes (otner than cichlorobenzenes)
15. Crlorirated ethanes (including 1,2-3ichloroethare,

.1, .zch-oroe hane, and hexac“;o*oehhane)
Cnrioca.xy. ethers (chloroethyl ani mixed ethers)
T. Crnlorinazed naphthalene
. Crlor.nated gfhenols (other than thcse listed elsewhere;
incluies ftrichrlcrcghrencls ant cnicrinated crescls)
Chloroform
z-chlcrcpnenol
. Cnromium and compcunis
. Ccpper anid compouncs
. \.vau.de=
. DDT anc metabolltes
Dichlorchenzenes (1,2-, 1,3-, and 1 ,4-dichlorobenzenes)
Dichlorobenzicdene
ichlecrcethylenes (1,1~, and 1,Z2-dichloroethylene)
2,4-cdichrlorophenol
Dichlcroprcopane and dichloropropene
2,4-dimethylphenol
Dinitrotoluene
Diphenylhydrazine
Endosulfan
34. Endrin and metabolites
35. Ethylbenzene
36. Fluoranthene
37. Haloethers (others than those listed elsewhere;
includes chloroghenylphenyl ethers, bromophenyl-
phenyl ether, bis(dichloroisopropyl) ether, bis-
(chloroethoxy) methane and polychlorinated diphenyl
ethers).
38. Halomethanes (other than those listed elsewhere;
includes methylene chloride, methylchloride, methylbromice
bromoform, dichlorobromomethane)
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The term "compounds” shall include organic and inorganic
compounds.



39. Heptachlor and metabolites

40. Hexachlorobutadiene

41. Hexachlorocyclohexane

42. Hexachlorocyclopentaciene

43, Isophorone

44, Lead and compounds

45, Mercury and compounds

46, Naphthalene

47. Nickel and compounds

48, Nitrobenzene

49, Nitrophenols (including 2,4-dinitrophenol,
dinitrocresol)

50. Nitrcsamines

51. Pentachlorophenol

52. Phenol

53. Phthalate esters

54. Polycnlorinatec biphenyls (PCBs)

55, Polyaromatic hydrocarbons (1nclucing
benzanthracenes, btenzopyrenes, 5enzo-
flucranthene, chrysenes, cdibenzoanthracenes,
and indenopyrenes)

56. Selenium and comgouncs

57. Silver and comgoundcs

58. 2,3,7,8-tetrachlorocibenzo-p-dioxin (TCDD)

56. Tetrachloroethylene

60. Thallium anc compouncs

6l1. Toluene

62. Tcxaphene

63. Trichloroethylene

64. vVinyl chlorice

65. Zinc ancd compounds

[44 FR 44502, July 30, 1979, as amended at 46 FR 2266,
Jan.8, 1981; 46 FR 10724, Feb 4, 1981]



C. MAJOR NONCONVENTIONAL POLLUTANTS

The following nonconventional pollutants are common to a great
number of industrial dischargers and as such are expected to De
limited by effluent guidelines for some industrial subcategories.

Aluminum
Ammonl a
Barium

Chemical xyzen Derznd (CCD)

e censidered noncorventional in the Pesticiles
ans: not listed as toxic)



APPEXDIX B

The following appendix contains the two sets of guidelines for
deriving water guality criteria as presented by EPA on November
28, 1980 in the Federal Register (45 FR 79341). The first set

of guidelines (Aprendix B) 1s intended for deriving water quality
criteria which protect acuatic life and its uses. The second.set
of gquidelines (2ppendix C) on page 79347 is intended for makina
hunan health assessments about a particular pollutant. Both sets
of guidelines offer methodologies for deriving water quality criteria.
These quidelines should be applied in a 301(g) assessment if there
are no existing EPX water quality criteria or State water quality
standards for the nonconventional pollutant in question.

Appendix B—Guidelines for Deriving
Water Quality Criteria for the Protection
of Aquatic Life and Its Uses

Introduction

This version of the Guidelines
provides clarifications, additional
details, and technical and editorial
changes in the last version published in
the Federal Register {44 FR 15570 (March
15, 1979)]. This version incorporates
changes resulting from comments on
previous versions and from experience
gained during U.S. EPA's use of the
previous versions. Future versions of the
Guidelines will incorporate new idess
and dats ss their usefulness is
demonstrated.

Criteria may be sed in several
forms. The numerical form is commonly
used. but descriptive and procedural
forms can be used if numerical criteria
are not possible or desirable. The
purpose of these Guidelines is to
describe an objective, internally
consistent and appropriate way of
deriving numerical water quality criteria
for the protection of the uses of, as well
a3 the presencs of, aquatic organisms.

A numerical criterion might be
thought of as an estimate of the highest
concentration of a substance in water
which does not present a significant risk
to the aquatic organisms in the water
and their uses. Thus the Guidelines are
intended to derive criteris which will
protect aquatic communities by
protecting most of the species and their
uses most of the time, but pot
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necessarily all of the species all of the
time. Aquatic communities can tolerate
some stress and occasional adverse
effects on a few species, and 30 total
protection of all of the species all of the
time is not necessary. Rather, the
Guidelines attempt to provide a
reasonable and adequate amount of
protection with only s small possibility
of considerable overprotection or
underprotection. Within these
constraints. it seems appropriate to err
on the side of overprotection.

The numerical aquatic life criteria
derived using the Guidelines are
expressed as two numbers, rather than
the traditional one number, so that the
criteria can more accurately reflect
toxicological and practical realities. The
combination of both a maximum value
and s 24-hour average value is designed
to provide adequate protection of
aquatic life and its uses from acute and
chronic toxicity to animals, toxicity to
plants and bioconcentration by aquatic
organisms without being as restrictive
as a one-number criterion would have to
be to provide the same amout of
protection. The only way to assure the
same degree of protection with a one-
number criterion would be to use the 24-
hour average as 8 concentration that is
not to be exceeded at any time in any
place.

The two-number criterion is intended
to identify an sverage pollutant
concentrstion which will produce s
water Qualtiy generally suited to the
maintenance of aquatic life and its uses
while restricting the extent and duration
of excursions over the average so that
the total exposure will not cause
unaccsptable adverse effects. Merely
specifying an average value over a time
period is insufficient, unless the period
of time is rather short, because of
concentration higher than the average
value can kill or cause substantial
damage in short periods. Furthermore,
for soms substances the effect of
intermittent high exposures is
cumulative. It is therefore necessary to
place an upper limit on pollutant
concentrations to which aquatic
organisms might be exposed, especially
when the maximum value is not much

er than the average value. For some
substances the maximum may be so
much higher than the 24-hour average
that in gny real-warld situation the
maximum will never be reached if the
2¢-bhour average is achieved. In such
cases the 24-hour average will be
limiting and the maximum will bave no
practical significancs, except to indicate
that elevated concentrations are
acceptable as long as the 24-bour
average is achieved.

These Guidelines have been
developed on the assumption that the
results of laboratory tests are generally
useful for predicting what will happen in
field situations. The resulting criteria are
meant to apply to most bodies of water
in the United States, except for the
Great Salt Lake. All aquatic organisms
and their common uses are meant to be
considered, but not necessarily
protected. if relevant data are available,
with at least one specific exception. This
exception is the accumulation of
residues of organic compounds in the
siscowet subspecies of lake trout which
occurs in Lake Superior and contains up
to 67% fat in the fillets (Thurston. CE.
1962, Physical Characteristics and
Chemical Composition of Two
Subspecies of Lake Trout, ]. Fish. Res.
Bd. Canada 19:39-44). Neither siscowet
nor organisms in the Great Salt Lake are
intenuonally protected by these
Guidelines because both may be too
atypical.

With appropriate modifications these
Guidelines can be used to derive criteria
for any specified geographical area,
body of water (such as the Great Salt
Lake), or group of similar bodies of
water. Thus with appropriate
modifications the Guidelines can be
used to derive national, state, or local
criteria if adequate information is
available concerning the effects of the
substance of concern on appropriate
species and their uses. However, the
basic concepts described in the
Guidelines should be modified only
when sound scientific evidence
indicates that a criterion produced using
the Guidelines would probably
significantly overprotect or underprotect
the presence or uses of aquatic life.

Criteria produced by these Guidelines
are not enforceable numbers. They may
be used in developing enforceable
numbers, such as water quality
standards and effluent standards.
Howaever, the development of standards
may take into account additional factors
such associal, legal. economic, and
hydrological considerstions, the
environmental and analytical chemistry
of the substance. the extrapolation from
laboratory data to field situations, and
the relationship between the species for

. which data are available and the

species which are to be protected.
Because fresh water and salt water
(including both estuarine and marine
waters) have basically different
chemical compositions and becsuse
freshwater and saltwater species rarely
inhabit the same water simulteneously,
separate criteria should be derived for
these two kinds of waters. Howsver, for
some substances sufficient data may not

be available to allow derivation of one
or both of these criteria using the
Guidelines.

These Guidelines are meant to be
used after a decision is made that a
criterion is needed for a substance. The
Guidelines do not address the rationale
for making that decision. If the potential
for adverse effects on squatic life and
its uses are part of the basis for deciding
whether or not a criterion is needed for
a substance. these Guidelines may be
helpful in the collection and
interpretation of relevant data.

1. Define the Substance for Which the
Criterion Is To Be Derived

A Each separate chemical which
would not ionize significanty in mos:
natural bodies of water should usualiy
be considered a separate substance.
except possibly for structurally similar
organic compounds that only differ in
the number and location of atoms of a
specific halogen. and only exist in large
Quantities as commercial mixtures of the
various compounds. and apparently
have similar chemical, biological, acd
toxicological properties.

B. For chemicals, which would ionize
significantly in most natural bodies of
water, such as inorganic salts, organic
acids and phenols. all forms that would
be in chemical equilibrium should
usually be considered one substance
For metals, each different valence and
each different covalently bonded
organometallic compound should
usually be considered a separate
substance.

C. The definition of the substance may
also need to take into account the
analytical chemistry and fate of the
substance.

I1. Collect and Review Available Dota

A. Collect all available data on the
substance concerning (1) toxicity to, and
bioeccumulation by. aquatic animals
and plants, (2) FDA action levels. and
(3) chronic feeding studies with wildlife.

B. Discard all data that are not
available in hard copy (publication,
manuscript, letter, memorandum, etc.)
with enough suppor